
Artwork Submission Guidelines.
Rule No.2: Timing is everything.
Rule No.1: Art is whatever you want.

Welcome! Thanks for choosing Polyweld for your fleet 
graphics. In this document you’ll find some tips we 
recommend if you’re organising your own artwork.

We prefer all artwork provided to be in vector format as a 
vector graphic is displayed using maths - This means it will 
never lose quality.

A raster image however is based on pixels. 
Raster graphics grant freedom for complex 
imagery but they lose quality when scaled up for print.
Common raster file formats are .png and .jpeg.

Polyweld may provide you on request with a “mask” .PDF 
file containing a 10% scale template of  the truck curtains 
you’ve ordered including some helpful information such as 
dimensions.

This is highly useful for laying out your artwork as you will 
be able to visualise exactly how the final product 
will appear.
When supplied with a mask, keep all important graphics 
such as products and text elements inside the central 
green area of  the mask.

When providing a raster image for us to use, it is really 
important that the image is high quality (300 DPI)

DPI (or PPI depending on the software package) refers to 
the density of pixels in your image, the higher the DPI, the 
better the image quality. 
When a raster image is scaled up, the DPI is lowered to 
match the new scale - If the DPI gets too low, you’ll start 
to see pixellation.

Need more info or have any questions?
Give us a call, our graphics team is here to help.

DPI,PPI?

What?

Printing is limited to CMYK values using UV reactive inks 
that can achieve incredible quality graphics such as 
photos, however CMYK values are interpreted by printers 
differently around the globe. 
To keep a specific and consistent shade of  colour across 
multiple projects, Pantone (PMS) codes are 
recommended. 
Other globally accepted colour matching schemes are 
accepted, however Polyweld works most comfortably with 
Pantone.

Signwriting is limited by solid colour shapes that can be 
achieved with a stencil or template. It is unable to achieve 
high fidelity graphics such as photos or colour transitions 
such as gradients, however its simplicity makes it cheaper 
and easier to manufacture.

Depending on which, we’ll need certain colour information.

Or

We accept the above file formats, .PDF 
(Portable Document Format), .AI (Adobe Illustrator) and 
.EPS (Encapsulated PostScript).

Other formats may be accepted pending review by our 
graphics team. 
All assets should be submitted with the work - This means 
things like photos, fonts (outline all fonts where possible) 
and external vector files such as logos, shapes, etc.

Preferred File Formats.

This is Regular Text.

When it comes to sharing artwork we understand files can 
get bloated. Files with only basic artwork that include high 
quality photos can be over a gigabyte, in those cases 
emailing artwork files as attachments isn’t viable.

If  you have your own sharing method such as a download 
link from a filesharing website or server we are happy to 
recieve it your way.
If  not, let us know and we’ll provide a place for you to 
upload your work and guide you through how to do it.

Share files with your cloud
Or go ahead and borrow ours.

USB

If  cloud sharing isn’t your thing, (lets face it, its not for 
everyone) and it is too big to send as an email 
attachment, then we’re happy for you to provide us with a 
USB stick containing the artwork and any relevent assets.

Alternatively we recommend www.wetransfer.com - A free 
and remarkably easy-to-use file sharing website that 
requires no sign-up.

We can do it for you, if  you’d prefer.
Polyweld offers graphic design services where we will design and collaborate with 
you or your client to ensure all artwork is perfect for you and set up to our standards.

If  you are interested in any services offered by Polyweld please give us a call to 
organise a quote based on the scope of  the project.

Step 1: Things to consider for your art.

Polyweld Masks: A tool for your team.

Step 2: Gather artwork details and files.

Step 3: Submit your artwork!

Additional Information
Accepted File Formats:

Proprietary project files provided from alternate design packages such as Flexi-sign and Corel Draw are unworkable 
by Polyweld, we cannot edit or modify these files without the software package used to create it. 
Please submit such files as an editable .PDF or a vector format discussed above.

File Size & Resolution:
The final size of  the file will directly correspond with the DPI of  the file. The maximum recommended DPI is 300, as 

when scaled up for print this will not appear pixelated.

Higher resolutions than 300dpi are indistinguishable at viewing distances greater than 3 meters, which is the expected 
distance when a truck is being viewed on the road or at a depot. Exceeding 300dpi is highly unadvised as DPI directly 
affects file size. Higher DPI means higher file size making the file difficult to transfer and work with.

Colour Matching & Corporate Branding.
Sometimes a business will require a specific colour match 
for their livery, Polyweld can match just about anything.
For painting we require every detail you can give - Paint 
name, code, brand and mixing information.

For printing, CMYK breakdowns are subject to slight 
changes based on our printers, so Pantone colours are 
preferred. 

We offer print samples as part of  our services so colours 
can be matched and tested to make sure you’re 100% 
satisfied before going to the final print.


